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SPIDERS

Original texts from "cahier 3574 du CSTB

Dimensions

Cone omega available as an optional ( see p.8.24 )

The technique

7KH�VSLGHU�SOD\V�WKH�UROH�RI�LQWHUPHGLDU\�EHWZHHQ�WKH�FDUU\LQJ�VWUXFWXUH�DQG�WKH�ıWWLQJV�ı[HG�RQWR�WKH�JODVV�SDQHO�
7KH�ıQHQHVV�RI�LWV�OLQHV�DOORZV�WKH�FRQVWUXFWLRQ�WR�UHWDLQ�DOO�LWV�WUDQVSDUHQF\��
3.1.4 Functional clearances
7KH�DQWLFLSDWHG�IXQFWLRQDO�FOHDUDQFHV�RI�WKH�VSLGHUV�DV�ZHOO�DV�WKH�SRLQW�ıWWLQJV�KDYH�WR�DOORZ�WKH�JODVV�WR�PRYH�WRZDUGV�WKHLU�ı[LQJ�SRLQWV�
without creating any stress in the plane of the glass or embedding moments under:

��WKH�HĳHFWV�RI�WKH�ZLQG�RU�VQRZ�ORDGV��VKRUWHQLQJ�RI�WKH�GLVWDQFH�EHWZHHQ�JODVV�KROHV�DQG�GHIRUPDWLRQ�RI�WKH�VWUXFWXUH� 
��WKH�GLĳHUHQWLDO�WKHUPDO�GLODWDWLRQV�EHWZHHQ�WKH�VWUXFWXUH�DQG�WKH�JODVVHV 
��WKH�GLĳHUHQWLDO�GLVSODFHPHQWV�RI�WKH�VSLGHUV

Free point 

Ø 24 mm

Slotted point 

Ø 17 x 24 mm

Free point 

Ø 24 mm

Fixed point 

Ø 17 mm

In order to obtain a correct adjustment of the spider, it is recommended 

to use an intermediary part, the “Omega”. 

This part allows a bi-directional adjustment. 

The central slotted hole has  

to be imperatively oriented  

horizontally, so that the supported 

weight does not cause the spider 

to slide down.

¯�;OL�V[OLY�Ä_PUN�WVPU[Z�OH]L�[V�HSSV^�
movements in all directions in the plane 

of the glass.

The glass panels are either supported or 

suspended. Every glass is generally held 

by two carrying points (supporting the 

weight) allowing horizontal movements 

due to dilatation…

Whichever technical 

dispositions are adopted 

for the realization of the 

functional clearances, 

those ones have to remain 

operational with the time 

(no seizing, buttressing, 

jamming or uncontrolled 

tightening…). This can be 

obtained for example by 

the use of spacers.

;OL�Ä_PUN�VM�[OL�ZWPKLYZ�VU�[OL�MHsHKL

GLASS SIDE VIEW

SPIDER
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SPIDERS

The anti-rotation of the spider

;OL�SH`V\[�VM�[OL�ZWPKLYZ�VU�[OL�MHsHKL�

To avoid the risk of displacement of the spiders under the weight of the glasses during installation or in case 

of accidental glass breakage, the spiders have to be locked in rotation by any appropriate means 

(for example: use of high resistance bolts under controlled tightening, elastic and cotter pins etc.).

1 -  In case of glass breakage, the spider is dragged in 

rotation by the remaining glass panel. It’s from this point 

that the pins maintain the spider in position.

�����(SS�ZWPKLYZ�WVZP[PVULK�H[�[OL�IVYKLY�VM�[OL�MHsHKL�
are dragged in rotation by the glass panels. The pins 

maintain continuously the spiders in position.
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Each SADEV spider is delivered in accordance to its position on the façade.
0U�VYKLY�[V�MHJPSP[H[L�[OL�VYPLU[H[PVU�VM�[OL�KPɈLYLU[�WVZP[PVUZ��^L»]L�JSHZZPÄLK�[OLT�PU�ZL]LYHS�TV\U[PUN�PUZ[Y\J[PVUZ�[OH[�JV]LY�HSS�ZJLUHYPVZ�
-VY�HSS�YLX\LZ[Z��P[»Z�Z\ɉJPLU[�MVY�`V\�[V�NP]L�\Z�[OL�PU]LU[VY`�VM�`V\Y�KPɈLYLU[�WVZP[PVUZ��-VY�L_HTWSL!����ZWLJPTLUZ�VM�:�����¶���
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SPIDERS

S 3000 / S 3000 DU Designation :  casted stainless steel spider

Dimensions

4H[LYPHS�!�(0:0����
:\YMHJL�ÄUPZO�!�K\SS�WVSPZOLK�.9���������������������������������������������������������� :�����+<�!�Z[HPUSLZZ�Z[LLS�+\WSL_�<YHU\Z���5

GLASS SIDE VIEW
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GLASS SIDE VIEW

Cone omega available as an optional ( see p.8.24 )
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SPIDERS

S3000 / S3000 DU

Mechanical performances

GLASS SIDE VIEW

*SLS : Serviceability Limit State - load at 1 mm deformation  **ULS – Ultimate Limit State : load at the elastic limit ( Rp 0.1 )  
Values are given without factor of safety - Tests available online : www.sadev.com

*VUÄN\YH[PVU

Suggested mounting instruction

7KH�GULOOLQJ�GLDPHWHU�IRU�WKH�SLQV�LV���PP��'R�QRW�GULOO�WKH�KROHV�IRU�WKH�SLQV�LQ�\RXU�VWUXFWXUH�EHIRUH�PRXQWLQJ�WKH�VSLGHUV��7R�ı[�WKH�VSLGHU�RQ�\RXU�
VWUXFWXUH�WKH�ŗ2PHJDŘ���VHH�DFFHVVRULHV���LV�KLJKO\�UHFR�PPHQGHG�WR�DGMXVW�WKH�VSLGHUŖV�SRVLWLRQ��7KH�ı[LQJ�RI�WKH�VSLGHU�LV�GRQH�ZLWK�D�0���RU�D�
0���EROW���RXW�RI�6DGHY�VXSSO\���� 
7KLV�EROW�VKDOO�QRW�EH�ıWWHG�LQWR�D�YHUWLFDO�VORWWHG�KROHV�GXH�WR�WKH�ULVN�RI�VOLSSLQJ���XQGHU�WKH�ZHLJKW����WKH�SLQV�DUH�QRW�GHVLJQHG�WR�KROG�DQ\�SHUPD-
QHQW�ORDGV���FI��VSHFLıFDWLRQ�VKHHW����7KH�VSLGHU�KDV�WR�EH�SRVLWLRQHG�RQ�D�ĲDW�VXSSRUW��7KH�VORWWHG�KROHV�¢���[���PP�DQG�IUHH�KROHV�¢����PP�LQ�
WKH�VSLGHU�DUH�QRW�WR�EH�XVHG�WR�DGMXVW�WKH�VSLGHU���7KH\�DUH�QHHGHG�WR�DEVRUE�WKH�PDQXIDFWXULQJ�WROHUDQFHV�DQG�WKH�WKHUPDO�GHIRUPDWLRQ�RI�WKH�
JODVV�DQG�RI�WKH�VWUXFWXUH��7KH�VSLGHUV�DUH�VWDQGDUGL]HG�IRU�0���ıWWLQJV���);5��);9�����RWKHU�GLDPHWHUV�DUH�DYDLODEOH�RQ�UHTXHVW�

:(+,=�YLJV�TTLUKZ�\ZPUN�[OYLHK�SVJRPUN�JVTWV\UK��L_JLW[�PU�JHZL�VM�ZWLJPÄJ�TV\U[PUN�JVUZ[YHPU[Z�

LOAD PARALLEL TO GLASS 
PER ARM

S3000

��PP� 
��6/6�� ����GD1�������OE��

��PP ����GD1��������OE��
5S������ 
��8/6�� ����GD1�������OE��

5S����� -

S3000  
DU

��PP� 
��6/6�� ����GD1�������OE��

��PP ����GD1��������OE��
5S������ 
��8/6�� ����GD1��������OE��

5S����� ����GD1��������OE��

LOAD PERPENDICULAR  
TO GLASS PER ARM

S3000

��PP�
��6/6�� ����GD1�������OE��

��PP ����GD1�������OE��
5S������
��8/6�� ����GD1�������OE��

5S����� ����GD1�������OE��

S3000  
DU

��PP�
��6/6�� ����GD1�������OE��

��PP ����GD1��������OE��
5S������
��8/6�� ����GD1��������OE��

5S����� ����GD1��������OE��

1 ARM 180° 
Weight : 0,71 kg

2 ARMS 180° 
Weight : 1,1 kg

1 ARM 90° 
Weight : 0,89 kg

2 ARMS 90° 
Weight : 1,41 kg

4 ARMS 
Weight : 2,6 kg

3 ARMS 
Weight : 2 kg

9LWYLZLU[Z�H�Ä_LK�WVPU[������TT��H�ZSV[[LK�WVPU[�����_���TT�� 
VY�H�MYLL�WVPU[������TT�KLWLUKPUN�VU�[OL�WVZP[PVU�VM�[OL�ZWPKLY�VU�[OL�
façade ( see suggested mounting instructions at the end of the chapter ).
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SPIDERS

Designation : casted stainless steel spider

Dimensions

4H[LYPHS!�(0:0�������:\YMHJL�ÄUPZO!�K\SS�WVSPZOLK�.9������6[OLY�ÄUPZOLZ�H]HPSHISL�VU�YLX\LZ[�

GLASS SIDE VIEW

S 3001 EVO

GLASS SIDE VIEW
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SPIDERS

GLASS SIDE VIEW

S 3001 EVO

Mechanical performances

*SLS : Serviceability Limit State - load at 1 mm deformation  **ULS – Ultimate Limit State : load at the elastic limit ( Rp 0.1 ). 
Values are given without factor of safety - Tests available online : www.sadev.com

*VUÄN\YH[PVU

Suggested mounting instruction

7KH�GULOOLQJ�GLDPHWHU�IRU�WKH�SLQV�LV���PP��'R�QRW�GULOO�WKH�KROHV�IRU�WKH�SLQV�LQ�\RXU�VWUXFWXUH�EHIRUH�PRXQWLQJ�WKH�VSLGHUV��7R�ı[�WKH�VSLGHU�RQ�\RXU�
VWUXFWXUH�WKH�ŗ2PHJDŘ���VHH�DFFHVVRULHV���LV�KLJKO\�UHFR�PPHQGHG�WR�DGMXVW�WKH�VSLGHUŖV�SRVLWLRQ��7KH�ı[LQJ�RI�WKH�VSLGHU�LV�GRQH�ZLWK�D�0���RU�D�
0���EROW���RXW�RI�6DGHY�VXSSO\���
7KLV�EROW�VKDOO�QRW�EH�ıWWHG�LQWR�D�YHUWLFDO�VORWWHG�KROHV�GXH�WR�WKH�ULVN�RI�VOLSSLQJ���XQGHU�WKH�ZHLJKW����WKH�SLQV�DUH�QRW�GHVLJQHG�WR�KROG�DQ\�SHUPD-
QHQW�ORDGV���FI��VSHFLıFDWLRQ�VKHHW����7KH�VSLGHU�KDV�WR�EH�SRVLWLRQHG�RQ�D�ĲDW�VXSSRUW��7KH�VORWWHG�KROHV�¢���[���PP�DQG�IUHH�KROHV�¢����PP�LQ�
WKH�VSLGHU�DUH�QRW�WR�EH�XVHG�WR�DGMXVW�WKH�VSLGHU���7KH\�DUH�QHHGHG�WR�DEVRUE�WKH�PDQXIDFWXULQJ�WROHUDQFHV�DQG�WKH�WKHUPDO�GHIRUPDWLRQ�RI�WKH�
JODVV�DQG�RI�WKH�VWUXFWXUH��7KH�VSLGHUV�DUH�VWDQGDUGL]HG�IRU�0���ıWWLQJV���);5��);9�����RWKHU�GLDPHWHUV�DUH�DYDLODEOH�RQ�UHTXHVW�

:(+,=�YLJV�TTLUKZ�\ZPUN�[OYLHK�SVJRPUN�JVTWV\UK��L_JLW[�PU�JHZL�VM�ZWLJPÄJ�TV\U[PUN�JVUZ[YHPU[Z�

LOAD PARALLEL  
TO GLASS PER ARM

��PP�
��6/6�� ����GD1�������OE��

��PP ����GD1�������OE��

5S������
��8/6�� ����GD1�������OE��

5S����� ����GD1�������OE��

LOAD PERPENDICULAR  
TO GLASS PER ARM

��PP�
��6/6�� ����GD1�������OE��

��PP ����GD1�������OE��

5S������
��8/6�� ����GD1�������OE��

5S����� ����GD1�������OE��

1 ARM 180° 
Weight : 0,463 kg

2 ARMS 180° 
Weight : 0,696 kg

1 ARM 90° 
Weight : 0,539 kg

2 ARMS 90° 
Weight : 0,846 kg

4 ARMS 
Weight : 1,535 kg

3 ARMS 
Weight : 1,153 kg

9LWYLZLU[Z�H�Ä_LK�WVPU[������TT��H�ZSV[[LK�WVPU[�����_���TT�� 
VY�H�MYLL�WVPU[������TT�KLWLUKPUN�VU�[OL�WVZP[PVU�VM�[OL�ZWPKLY�VU�[OL�
façade ( see suggested mounting instructions at the end of the chapter ).
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SPIDERS

Dimensions

4H[LYPHS�!�Z[HPUSLZZ�Z[LLS�+\WSL_�<YHU\Z���5

GLASS SIDE VIEW

S 3002

GLASS SIDE VIEW

Designation : casted stainless steel spider

Cone omega available as an optional ( see p.8.24 )
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SPIDERS

GLASS SIDE VIEW

S 3002

Mechanical performances

*VUÄN\YH[PVU

Suggested mounting instruction

7KH�GULOOLQJ�GLDPHWHU�IRU�WKH�SLQV�LV���PP��'R�QRW�GULOO�WKH�KROHV�IRU�WKH�SLQV�LQ�\RXU�VWUXFWXUH�EHIRUH�PRXQWLQJ�WKH�VSLGHUV��7R�ı[�WKH�VSLGHU�
RQ�\RXU�VWUXFWXUH�WKH�ŗ2PHJDŘ���VHH�DFFHVVRULHV���LV�KLJKO\�UHFR�PPHQGHG�WR�DGMXVW�WKH�VSLGHUŖV�SRVLWLRQ��7KH�ı[LQJ�RI�WKH�VSLGHU�LV�GRQH�
ZLWK�D�0�����RXW�RI�6DGHY�VXSSO\���
7KLV�EROW�VKDOO�QRW�EH�ıWWHG�LQWR�D�YHUWLFDO�VORWWHG�KROHV�GXH�WR�WKH�ULVN�RI�VOLSSLQJ���XQGHU�WKH�ZHLJKW����WKH�SLQV�DUH�QRW�GHVLJQHG�WR�KROG�DQ\�
SHUPDQHQW�ORDGV���FI��VSHFLıFDWLRQ�VKHHW����7KH�VSLGHU�KDV�WR�EH�SRVLWLRQHG�RQ�D�ĲDW�VXSSRUW��7KH�VORWWHG�KROHV�¢���[���PP�DQG�IUHH�KROHV� 
¢����PP�LQ�WKH�VSLGHU�DUH�QRW�WR�EH�XVHG�WR�DGMXVW�WKH�VSLGHU���7KH\�DUH�QHHGHG�WR�DEVRUE�WKH�PDQXIDFWXULQJ�WROHUDQFHV�DQG�WKH�WKHUPDO�GHIRU-
PDWLRQ�RI�WKH�JODVV�DQG�RI�WKH�VWUXFWXUH��7KH�VSLGHUV�DUH�VWDQGDUGL]HG�IRU�0���ıWWLQJV���);5��);9�����RWKHU�GLDPHWHUV�DUH�DYDLODEOH�RQ�UHTXHVW�

:(+,=�YLJV�TTLUKZ�\ZPUN�[OYLHK�SVJRPUN�JVTWV\UK��L_JLW[�PU�JHZL�VM�ZWLJPÄJ�TV\U[PUN�JVUZ[YHPU[Z�

LOAD PARALLEL TO GLASS 
PER ARM

��PP���6/6��

YDOXHV� 
RQ�UHTXHVW

��PP

5S�������8/6��

5S����

LOAD PERPENDICULAR  
TO GLASS PER ARM

��PP���6/6��

YDOXHV� 
RQ�UHTXHVW

��PP

5S�������8/6��

5S����

9LWYLZLU[Z�H�Ä_LK�WVPU[������TT��H�ZSV[[LK�WVPU[�����_���TT�� 
VY�H�MYLL�WVPU[������TT�KLWLUKPUN�VU�[OL�WVZP[PVU�VM�[OL�ZWPKLY�VU�[OL�
façade ( see suggested mounting instructions at the end of the chapter ).

2 ARMS 90° 
Weight : 1,36 kg

1 ARM 90° 
Weight : 0,84 kg

4 ARMS 
Weight : 2,26 kg

3 ARMS 
Weight : 1,84 kg

2 ARMS 180° 
Weight : 1,08 kg

1 ARM 180° 
Weight : 0,68 kg

*SLS : Serviceability Limit State - load at 1 mm deformation  **ULS – Ultimate Limit State : load at the elastic limit ( Rp 0.1 ). 
Values are given without factor of safety - Tests available online : www.sadev.com
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SPIDERS

Designation : casted aluminium spider

Dimensions

4H[LYPHS�!�(0�:P���4N���:\YMHJL�ÄUPZO�!�:HUKLK

GLASS SIDE VIEW

S 3007

GLASS SIDE VIEW
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SPIDERS

GLASS SIDE VIEW

S 3007

Mechanical performances

*VUÄN\YH[PVU

Suggested mounting instruction

7KH�GULOOLQJ�GLDPHWHU�IRU�WKH�SLQV�LV���PP��'R�QRW�GULOO�WKH�KROHV�IRU�WKH�SLQV�LQ�\RXU�VWUXFWXUH�EHIRUH�PRXQWLQJ�WKH�VSLGHUV��7R�ı[�
WKH�VSLGHU�RQ�\RXU�VWUXFWXUH�WKH�ŗ2PHJDŘ���VHH�DFFHVVRULHV���LV�KLJKO\�UHFR�PPHQGHG�WR�DGMXVW�WKH�VSLGHUŖV�SRVLWLRQ��7KH�ı[LQJ�
RI�WKH�VSLGHU�LV�GRQH�ZLWK�D�0���RU�D�0���EROW���RXW�RI�6DGHY�VXSSO\���
7KLV�EROW�VKDOO�QRW�EH�ıWWHG�LQWR�D�YHUWLFDO�VORWWHG�KROHV�GXH�WR�WKH�ULVN�RI�VOLSSLQJ���XQGHU�WKH�ZHLJKW����WKH�SLQV�DUH�QRW�GHVLJQHG�
WR�KROG�DQ\�SHUPDQHQW�ORDGV���FI��VSHFLıFDWLRQ�VKHHW����7KH�VSLGHU�KDV�WR�EH�SRVLWLRQHG�RQ�D�ĲDW�VXSSRUW��7KH�VORWWHG�KROHV� 
¢���[���PP�DQG�IUHH�KROHV�¢����PP�LQ�WKH�VSLGHU�DUH�QRW�WR�EH�XVHG�WR�DGMXVW�WKH�VSLGHU���7KH\�DUH�QHHGHG�WR�DEVRUE�WKH�
PDQXIDFWXULQJ�WROHUDQFHV�DQG�WKH�WKHUPDO�GHIRUPDWLRQ�RI�WKH�JODVV�DQG�RI�WKH�VWUXFWXUH��7KH�VSLGHUV�DUH�VWDQGDUGL]HG�IRU�0���
ıWWLQJV���);5��);9�����RWKHU�GLDPHWHUV�DUH�DYDLODEOH�RQ�UHTXHVW��

:(+,=�YLJV�TTLUKZ�\ZPUN�[OYLHK�SVJRPUN�JVTWV\UK��L_JLW[�PU�JHZL�VM�ZWLJPÄJ�TV\U[PUN�JVUZ[YHPU[Z�

LOAD PARALLEL  
TO GLASS PER ARM

��PP�
��6/6�� ����GD1�������OE��

��PP -

5S�����
��8/6�� ����GD1�������OE��

5S���� -

LOAD PERPENDICULAR  
TO GLASS PER ARM

��PP�
��6/6�� ����GD1�������OE��

��PP -

5S�����
��8/6�� ����GD1�������OE��

5S����  -

1 ARM 180° 
Weight : 0,38 kg

2 ARMS 180° 
Weight : 0,58 kg

1 ARM 90° 
Weight : 0,48 kg

2 ARMS 90° 
Weight : 0,68 kg

4 ARMS 
Weight : 1,1 kg

3 ARMS 
Weight : 0,8 kg

9LWYLZLU[Z�H�Ä_LK�WVPU[������TT��H�ZSV[[LK�WVPU[�����_���TT�� 
VY�H�MYLL�WVPU[������TT�KLWLUKPUN�VU�[OL�WVZP[PVU�VM�[OL�ZWPKLY�VU�[OL�
façade ( see suggested mounting instructions at the end of the chapter ).

*SLS : Serviceability Limit State - load at 1 mm deformation  **ULS – Ultimate Limit State : load at the elastic limit ( Rp 0.1 ). 
Values are given without factor of safety - Tests available online : www.sadev.com
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SPIDERS

Designation : laser cut spider

Dimensions

4H[LYPHS�!�(0:0����3���:\YMHJL�ÄUPZO�!�K\SS�WVSPZOLK�.9���
4H[LYPHS�!�,�����,WV_`�WHPU[PUN��WVSPZOLK�aPUJ�\UKLYJVH[�

;OPJRULZZ�!�,�$���TT�����TT�����TT�����TT

GLASS SIDE VIEW

S 3003

GLASS SIDE VIEW
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SPIDERS

GLASS SIDE VIEW

S 3003

Mechanical performances

*VUÄN\YH[PVU

Suggested mounting instruction

7KH�GULOOLQJ�GLDPHWHU�IRU�WKH�SLQV�LV���PP��'R�QRW�GULOO�WKH�KROHV�IRU�WKH�SLQV�LQ�\RXU�VWUXFWXUH�EHIRUH�PRXQWLQJ�WKH�VSLGHUV��7R�ı[�WKH�
VSLGHU�RQ�\RXU�VWUXFWXUH�WKH�ŗ2PHJDŘ���VHH�DFFHVVRULHV���LV�KLJKO\�UHFR�PPHQGHG�WR�DGMXVW�WKH�VSLGHUŖV�SRVLWLRQ��7KH�ı[LQJ�RI�WKH�
VSLGHU�LV�GRQH�ZLWK�D�0���RU�D�0���EROW���RXW�RI�6DGHY�VXSSO\���
7KLV�EROW�VKDOO�QRW�EH�ıWWHG�LQWR�D�YHUWLFDO�VORWWHG�KROHV�GXH�WR�WKH�ULVN�RI�VOLSSLQJ���XQGHU�WKH�ZHLJKW����WKH�SLQV�DUH�QRW�GHVLJQHG�WR�KROG�
DQ\�SHUPDQHQW�ORDGV���FI��VSHFLıFDWLRQ�VKHHW����7KH�VSLGHU�KDV�WR�EH�SRVLWLRQHG�RQ�D�ĲDW�VXSSRUW��7KH�VORWWHG�KROHV�¢���[���PP�DQG�
IUHH�KROHV�¢����PP�LQ�WKH�VSLGHU�DUH�QRW�WR�EH�XVHG�WR�DGMXVW�WKH�VSLGHU���7KH\�DUH�QHHGHG�WR�DEVRUE�WKH�PDQXIDFWXULQJ�WROHUDQFHV�
DQG�WKH�WKHUPDO�GHIRUPDWLRQ�RI�WKH�JODVV�DQG�RI�WKH�VWUXFWXUH��7KH�VSLGHUV�DUH�VWDQGDUGL]HG�IRU�0���ıWWLQJV���);5��);9�����RWKHU�GLDPH-

WHUV�DUH�DYDLODEOH�RQ�UHTXHVW��

:(+,=�YLJV�TTLUKZ�\ZPUN�[OYLHK�SVJRPUN�JVTWV\UK��L_JLW[�PU�JHZL�VM�ZWLJPÄJ�TV\U[PUN�JVUZ[YHPU[Z�

LOAD PARALLEL  
TO GLASS PER ARM

��PP�
��6/6��

�����GD1��������
OE��

��PP -

5S�����
��8/6�� ����GD1��������OE��

5S���� -

LOAD PERPENDICULAR  
TO GLASS PER ARM

��PP�
��6/6�� ���GD1�������OE��

��PP -

5S�����
��8/6�� ����GD1�������OE��

5S����  -

1 ARM 180° 
Thickness 10 mm = Weight : 0,76 kg

2 ARMS 180° 
Thickness 10 mm =  
Weight : 1,04 kg

1 ARM 90° 
Thickness 10 mm =  

Weight : 0,90 kg

2 ARMS 90° 
Thickness 10 mm =  

Weight : 1,4 kg

4 ARMS 
Thickness 10 mm =  

Weight : 2,32 kg

3 ARMS 
Thickness 10 mm =  

Weight : 1,86 kg

9LWYLZLU[Z�H�Ä_LK�WVPU[������TT��H�ZSV[[LK�WVPU[�����_���TT�� 
VY�H�MYLL�WVPU[������TT�KLWLUKPUN�VU�[OL�WVZP[PVU�VM�[OL�ZWPKLY�VU�[OL�
façade ( see suggested mounting instructions at the end of the chapter ).

*SLS : Serviceability Limit State - load at 1 mm deformation  **ULS – Ultimate Limit State : load at the elastic limit ( Rp 0.1 ). 
Values are given without factor of safety - Tests available online : www.sadev.com
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SPIDERS

S 3000 AX

Descriptif

7KH�6�����$;�VSLGHU�KDV�EHHQ�VSHFLDOO\�GHVLJQHG�IRU�WKH�
integration of solar shading on the transparent glass facades 

LQ�RUGHU�WR�SUHVHUYH�QDWXUDO�OLJKWLQJ�ZKLOH�FXWWLQJ�JODUH�RU�
UHĲHFWLRQ�RI�UDGLDWLRQ�IURP�WKH�VXQ�

Advantages sunscreens

 ƒ QDWXUDO�OLJKW�SUHVHUYHG�ZLWK�YLVLELOLW\�RQ�WKH�RXWVLGH
 ƒ 2SWLPDO�XVH�RI�QDWXUDO�OLJKW�DQG�SDVVLYH�VRODU�HQHUJ\��
UHVXOWLQJ�LQ�D�UHGXFHG�QHHG�IRU�KHDWLQJ�DQG�FRQVHTXHQWO\�
VDYHV�HQHUJ\

 ƒ Possibility of articulate the solar shading: This allows  

WKH�VODWV�RI�YHQHWLDQ�EOLQGV�LQ�WKH�RSWLPDO�SRVLWLRQ�UHODWLYH�
WR�WKH�VXQ�DQG�DOVR�FRQWULEXWHV�WR�DQ�HYHQ�JUHDWHU�SRZHU�
HĴFLHQF\

 ƒ 7KH�WUDQVSDUHQF\�RI�D�JODVV�IDFDGH�LV�NHSW
 ƒ Controlling the entry of light into the building

 ƒ ,QWHJUDWLRQ�RI�SKRWRYROWDLF�SDQHO�DV�SRVVLEOH
 ƒ 3RVVLELOLW\�RI�LQFOXGLQJ�VLONVFUHHQ�JODVV�LQ�RUGHU�WR�PDNH�
VKDGRZ�DUHDV�DQG�PDNH�DWWUDFWLYH�IDFDGHV

4H[LYPHS�!�(0:0���� 

-PUPZO�!�WVSPZOLK�.9����

Designation : casted stainless steel spider
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SPIDERS

GLASS SIDE VIEW

S 3000 AX

Mechanical performances

*VUÄN\YH[PVU

Suggested mounting instruction

)LW���VHDO�ULQJV�ZLWK�LQQHU�GLDPHWHU�¢�RI������PP�WRUXV��RI�¢�����PP���DOORZLQJ�WKH�DEVRUSWLRQ�RI�PRXQWLQJ�NLWV���LQ�WKH���JURRYH�RI�VSL-
GHU�6����$;��,QVHUWLQJ�WKH�IDVWHQHU�LQ�D�¢����D[LV�KDYLQJ�D�ĲDW�DQWL�URWDWLRQ���VHH�WKH�GHVLJQ�RI�D[LV�VHFWLRQ����$QG�PRXQW�WKH�ORFNLQJ�
VFUHZ�0���ĲDW�HQG���',1���������PP�OHQJW�
7KH�VORWWHG�KROHV�¢���[���PP�DQG�IUHH�KROHV�¢����PP�LQ�WKH�VSLGHU�DUH�QRW�WR�EH�XVHG�WR�DGMXVW�WKH�VSLGHU���7KH\�DUH�QHHGHG�WR�
DEVRUE�WKH�PDQXIDFWXULQJ�WROHUDQFHV�DQG�WKH�WKHUPDO�GHIRUPDWLRQ�RI�WKH�JODVV�DQG�RI�WKH�VWUXFWXUH��7KH�VSLGHUV�DUH�VWDQGDUGL]HG�IRU�
0������0��ıWWLQJV���);5��);9���
0DLQWHQDQFH�UHFR�PPHQGDWLRQV���VHH�HQG�RI�FDWDORJ�

:(+,=�YLJV�TTLUKZ�\ZPUN�[OYLHK�SVJRPUN�JVTWV\UK��L_JLW[�PU�JHZL�VM�ZWLJPÄJ�TV\U[PUN�JVUZ[YHPU[Z�

LOAD PARALLEL  
TO GLASS PER ARM

��PP�
��6/6�� ����GD1������OE�

��PP -

5S�����
��8/6�� ����GD1������OE�

5S���� -

LOAD PERPENDICULAR  
TO GLASS PER ARM

��PP�
��6/6�� ����GD1������OE�

��PP ����GD1�������OE�

5S�����
��8/6�� ����GD1�������OE�

5S���� ����GD1�������OE�

9LWYLZLU[Z�H�Ä_LK�WVPU[������TT��H�ZSV[[LK�WVPU[�����_���TT�� 
VY�H�MYLL�WVPU[������TT�KLWLUKPUN�VU�[OL�WVZP[PVU�VM�[OL�ZWPKLY�VU�[OL�
façade ( see suggested mounting instructions at the end of the chapter ).

Weight : 1,10 kg

*SLS : Serviceability Limit State - load at 1 mm deformation  **ULS – Ultimate Limit State : load at the elastic limit ( Rp 0.1 ). 
Values are given without factor of safety - Tests available online : www.sadev.com
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SPIDERS

S 3100 / S 3100 DU

Dimensions

:�����4VU[P�!�(0:0�������:\YMHJL�ÄUPZO�!�+\SS�WVSPZOLK�.9���
:�����+<�!�:[HPUSLZZ�Z[LLS�+\WSL_�<YHU\Z���5

GLASS SIDE VIEW

GLASS SIDE VIEW

Designation : casted stainless steel spider, with plate.
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SPIDERS

GLASS SIDE VIEW

S 3100 / S 3100 DU

Mechanical performances

*VUÄN\YH[PVU

Suggested mounting instruction

7KH�ı[LQJ�RI�WKH�VSLGHU�LV�GRQH�ZLWK�D�0���RU�D�0���EROW���RXW�RI�6DGHY�VXSSO\����7KH�VORWWHG�KROHV�¢����[����PP�DQG�IUHH�KROHV�
¢����PP�LQ�WKH�VSLGHU�DUH�QRW�WR�EH�XVHG�WR�DGMXVW�WKH�VSLGHU���7KH\�DUH�QHHGHG�WR�DEVRUE�WKH�PDQXIDFWXULQJ�WROHUDQFHV�DQG�WKH�
WKHUPDO�GHIRUPDWLRQ�RI�WKH�JODVV�DQG�RI�WKH�VWUXFWXUH�
7KH�VSLGHUV�DUH�VWDQGDUGL]HG�IRU�0���ıWWLQJV���);5��);9����2WKHU�GLDPHWHUV�DUH�DYDLODEOH�RQ�UHTXHVW�

:(+,=�YLJV�TTLUKZ�\ZPUN�[OYLHK�SVJRPUN�JVTWV\UK��L_JLW[�PU�JHZL�VM�ZWLJPÄJ�TV\U[PUN�JVUZ[YHPU[Z�

S 3100
LOAD PARALLEL  

TO GLASS PER ARM

��PP�
��6/6�� ����GD1�������OE�

��PP -

5S�����
��8/6�� ����GD1������OE�

5S���� -

S 3100
LOAD PERPENDICULAR  

TO GLASS PER ARM

��PP�
��6/6�� ����GD1������OE�

��PP -

5S�����
��8/6�� ����GD1������OE�

5S���� - 

2 ARMS 
Weight : 2,18 kg

1 ARM 90° 
RIGHT 

Weight : 1,59 kg

1 ARM 90° 
LEFT 
Weight : 1,59 kg

1 ARM 180° 
Weight : 1,06 kg

9LWYLZLU[Z�H�Ä_LK�WVPU[������TT��H�ZSV[[LK�WVPU[�����_���TT�� 
VY�H�MYLL�WVPU[������TT�KLWLUKPUN�VU�[OL�WVZP[PVU�VM�[OL�ZWPKLY�VU�[OL�
façade ( see suggested mounting instructions at the end of the chapter ).

*SLS : Serviceability Limit State - load at 1 mm deformation  **ULS – Ultimate Limit State : load at the elastic limit ( Rp 0.1 ). 
Values are given without factor of safety - Tests available online : www.sadev.com
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SPIDERS

Dimensions

4H[LYPHS�!�(0:0�����¶�:\YMHJL�ÄUPZO�!�K\SS�WVSPZOLK�.9������6[OLY�ÄUPZOLZ�H]HPSHISL�VU�YLX\LZ[

GLASS SIDE VIEW

S 3101 EVO

GLASS SIDE VIEW

Designation : casted stainless steel spider, with plate
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SPIDERS

GLASS SIDE VIEW

S 3101 EVO

Mechanical performances

*VUÄN\YH[PVU

Suggested mounting instruction

7KH�ı[LQJ�RI�WKH�VSLGHU�LV�GRQH�ZLWK�D�0���RU�D�0���EROW���RXW�RI�6DGHY�VXSSO\����7KH�VORWWHG�KROHV�¢����[����PP�DQG�IUHH�KROHV�
¢����PP�LQ�WKH�VSLGHU�DUH�QRW�WR�EH�XVHG�WR�DGMXVW�WKH�VSLGHU���7KH\�DUH�QHHGHG�WR�DEVRUE�WKH�PDQXIDFWXULQJ�WROHUDQFHV�DQG�WKH�
WKHUPDO�GHIRUPDWLRQ�RI�WKH�JODVV�DQG�RI�WKH�VWUXFWXUH��7KH�VSLGHUV�DUH�VWDQGDUGL]HG�IRU�0���ıWWLQJV���);5��);9����2WKHU�GLDPHWHUV�
DUH�DYDLODEOH�RQ�UHTXHVW. 

:(+,=�YLJV�TTLUKZ�\ZPUN�[OYLHK�SVJRPUN�JVTWV\UK��L_JLW[�PU�JHZL�VM�ZWLJPÄJ�TV\U[PUN�JVUZ[YHPU[Z�

LOAD PARALLEL  
TO GLASS PER ARM

��PP�
��6/6�� ����GD1�������OE�

��PP ����GD1�������OE�

5S�����
��8/6�� ����GD1�������OE�

5S���� ����GD1�������OE�

LOAD PERPENDICULAR  
TO GLASS PER ARM

��PP�
��6/6�� ����GD1������OE�

��PP ����GD1������OE�

5S�����
��8/6�� ����GD1������OE�

5S���� ����GD1�������OE�

9LWYLZLU[Z�H�Ä_LK�WVPU[������TT��H�ZSV[[LK�WVPU[�����_���TT��VY�H�MYLL�WVPU[������TT�KLWLUKPUN�VU�[OL�WVZP[PVU�VM�[OL�ZWPKLY� 
on the façade ( see suggested mounting instructions at the end of the chapter ).

2 ARMS 
Weight : 1,42 kg

1 ARM 90° LEFT 
Weight : 1,005 kg

1 ARM 90° RIGHT 
Weight : 1,005 kg

1 ARM 180° 
Weight : 0,78 kg

*SLS : Serviceability Limit State - load at 1 mm deformation  **ULS – Ultimate Limit State : load at the elastic limit ( Rp 0.1 ). 
Values are given without factor of safety - Tests available online : www.sadev.com
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SPIDERS

Dimensions

4H[LYPHS!�(0:0��������������¶�:\YMHJL�ÄUPZO!�+\SS�WVSPZOLK�.9���

Réf: S3106-E1-180-F
Countersunk

Weight: 0,53 kg

Réf: S3106-E2-90-F
Countersunk

Weight: 0,91 kg

Réf: S3106-E2-90-T
Threaded

Weight: 0,92 kg

Réf: S3106-E1-180-T
Threaded

Weight: 0,57 kg

S 3106

GLASS SIDE VIEW

GLASS SIDE VIEW

Designation: Casted stainless steel spider, with plate
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SPIDERS

�:3:�¶�:LY]PJLHIPSP[`�3PTP[�:[H[L�!�SVHK�H[��TT�KLMVYTH[PVU���<3:�¶�<S[PTH[L�3PTP[�:[H[L�!�SVHK�H[�[OL�LSHZ[PJ�SPTP[��9W���� 
Values are given without factor of safety. 

Réf: K3106-V-2B-2B
Weight: 1,93 kg

Réf: K3106-V-2B
Weight: 1,17 kg

Réf: K3106-V-1B-1B
Weight: 1,2 kg

Réf: K3106-V-1B
Weight: 0,8 kg

Suggested mounting instruction 

7KH�ı[LQJ�RI�WKH�VSLGHU�RFFXUV�ZLWK�WZR�FRXQWHUVXQN�VFUHZV�',1�����0����DYDLODEOH�RQ�UHTXHVW���7KHVH�VSLGHUV�KDYH�QR�SRVLWLRQLQJ�LQVHUW��ı[HG�
SRLQW��GLODWLQJ�DQG�IUHH�SRLQW���7KH�KROHV�RI�GLODWDWLRQ�¢���LQ�WKH�VSLGHUV�DUH�QRW�WR�EH�XVHG�WR�DGMXVW�WKH�VSLGHUV��7KH\�DUH�QHHGHG�WR�DEVRUE�WKH�
PDQXIDFWXULQJ�WROHUDQFHV�DQG�WKH�WKHUPDO�GHIRUPDWLRQ�RI�WKH�JODVV�DQG�RI�WKH�VWUXFWXUH�

*VUÄN\YH[PVUZ

Mechanical performances

4

3

2

1

5
4

2
3

1

4
3

2

1

5
4

2
3

1

 S3106 /2$'�3$5$//(/�72�*/$66�3(5�
$50�7+(25,&$/�&$/&8/$7,21

8/6�������GD1������OE

6/6�HTXLYDOHQW��� 
GHIRUPDWLRQ���PP� 
�E\����GD1�������OE�

MARK QTY DESIGNATION MATERIAL

� ��� 6SLGHU�6���� $,6,�������VXUIDFH�ıQLVK��GXOO�SROLVKHG�*5���

� � %ROW�',1�����0�� $�

� � Contact Washer 3RO\DFHWDO���SRO\HWK\OHQH

� � *ODVV�KROH�JURPPHW 3RO\DFHWDO���SRO\HWK\OHQH

MARK QTY DESIGNATION MATERIAL

� � 6SLGHU�6���� $,6,�������VXUIDFH�ıQLVK��GXOO�SROLVKHG�*5���

� � %DFNLQJ�SODWH�ĲDQJH�FRXQWHUVXQN�KROH $,6,����/���VXUIDFH�ıQLVK��GXOO�SROLVKHG�*5���

� � %ROW�',1�����0�� $�

� � Contact Washer 3RO\DFHWDO���SRO\HWK\OHQH

� � *ODVV�KROH�JURPPHW 3RO\DFHWDO���SRO\HWK\OHQH

 S3106 /2$'�3(53(1',&8/$5
72�*/$66�3(5�$50

7+(25,&$/�&$/&8/$7,21

8/6�������GD1�������OE

6/6�HTXLYDOHQW��� 
GHIRUPDWLRQ���PP
�E\����GD1�������OE�

S 3106
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SPIDERS

Dimensions

4H[LYPHS�!�(0:0���� 

-PUPZO�!�WVSPZOLK�.9����

GLASS SIDE VIEW

S 3105

Mechanical performances

*SLS : Serviceability Limit State - load at 1 mm deformation  
**ULS – Ultimate Limit State : load at the elastic limit ( Rp 0.1 ). 

Values are given without factor of safety. 

Suggested mounting instruction

7KH�ı[LQJ�RI�WKH�VSLGHU�LV�GRQH�ZLWK�D�0���EROW���RXW�RI�6DGHY�VXSSO\����7KH�VORWWHG�KROHV�¢����[����PP�DQG�IUHH�KROHV�¢����PP�
LQ�WKH�VSLGHU�DUH�QRW�WR�EH�XVHG�WR�DGMXVW�WKH�VSLGHU���7KH\�DUH�QHHGHG�WR�DEVRUE�WKH�PDQXIDFWXULQJ�WROHUDQFHV�DQG�WKH�WKHUPDO�
GHIRUPDWLRQ�RI�WKH�JODVV�DQG�RI�WKH�VWUXFWXUH��7KH�VSLGHUV�DUH�VWDQGDUGL]HG�IRU�0���ıWWLQJV���);5��);9����
2WKHU�GLDPHWHUV�DUH�DYDLODEOH�RQ�UHTXHVW�

:(+,=�YLJV�TTLUKZ�\ZPUN�[OYLHK�SVJRPUN�JVTWV\UK��L_JLW[�PU�JHZL�VM�ZWLJPÄJ�TV\U[PUN�JVUZ[YHPU[Z�

GLASS SIDE VIEW

LOAD PARALLEL TO GLASS PER ARM

��PP���6/6�� ����GD1�������OE�
��PP �����GD1�������OE�

5S�������8/6�� ����GD1�������OE�
5S���� ����GD1�������OE�

LOAD PERPENDICULAR TO GLASS PER ARM

��PP���6/6�� ����GD1�������OE�
��PP ����GD1�������OE�

5S�������8/6�� ����GD1�������OE�
5S���� ����GD1�������OE�

Designation : casted stainless steel spider, with plate.
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Stainless steel spacer
7KH�VSDFHU�LV�FRPSXOVRU\�LQ�RUGHU�WR�DOORZ�WKH�IUHH�GLVSODFHPHQW�RI�WKH�ıWWLQJ�WRZDUGV�WKH�VSLGHU� 
2QH�VSDFHU�SHU�VSLGHUŖV�DUP���RU�SHU�ıWWLQJ���DUH�QHHGHG�

Stainless steel elastic pin

7KH�SLQ�LV�FRPSXOVRU\�LQ�RUGHU�WR�ORFN�WKH�VSLGHU�LQ�URWDWLRQ�WRZDUGV�WKH�VWUXFWXUH��7ZR�SLQV�SHU�VSLGHU�DUH�QHHGHG������

Special drill for stainless steel

6SHFLDO�GULOO�IRU�VWDLQOHVV�VWHHO��'LDPHWHU���PP�

5HIHUHQFH��������������

+,:0.5(;065 +0(4,;,9�6-�;/,�-0;;05. 9,-,9,5*,

6SDFHU�IRU�6������6�����'8��6�����(92��6�����(92��6������
6�����'8��6������6�����WKLFNQHVV��� 0�� (17�������������

6SDFHU�IRU�6�����WKLFNQHVV�� 0�� (17������������
6SDFHU�IRU�6�����WKLFNQHVV��� 0�� (17�������������
6SDFHU�IRU�6�����WKLFNQHVV��� 0�� (17�������������
6SDFHU�IRU�6������6���� 0�� (17�������������

6SDFHU�IRU�6������6�����'8��6�����(92��6�����(92��6������
6�����'8��6������6�����WKLFNQHVV��� 0�� (17�������������

6SDFHU�IRU�6�����WKLFNQHVV�� 0�� (17������������
6SDFHU�IRU�6�����WKLFNQHVV��� 0�� (17�������������
6SDFHU�IRU�6�����WKLFNQHVV��� 0�� (17�������������
6SDFHU�IRU�6������6���� 0�� (17�������������

6SDFHU�IRU�6������6�����'8��6�����(92��6�����(92��6������
6�����'8��6������6�����WKLFNQHVV��� 0�� (17�������������

6SDFHU�IRU�6�����WKLFNQHVV�� 0�� (17������������
6SDFHU�IRU�6�����WKLFNQHVV��� 0�� (17�������������
6SDFHU�IRU�6�����WKLFNQHVV��� 0�� (17�������������
6SDFHU�IRU�6������6���� 0�� (17�������������

+,:0.5(;065 9,-,9,5*,

3LQ�IRU�6������6�����(92��6���� '����$������

3LQ�IRU�6���� '����$������
3LQ�IRU�6���� '����$������

Designation : casted stainless steel  
spider, with plate.
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SPIDERS

Cone Omega

Bended Omega

9,-,9,5*,

6�����20(*$�5 $,6,�����6WDLQOHVV�VWHHO�PRGHO�IRU�6�����9HUWHFK�VSLGHU

7H[LU[LK�TVKLS�U��� �����

REFERENCE FOR SPIDERS S3000, S3001, S3003, S3007

20(*$�,1��9 $,6,����/�6WDLQOHVV�VWHHO�PRGHO� 
dull polished Painted 

20(*$�,1��9�5 $,6,����/�6WDLQOHVV�VWHHO�PRGHO� 
ZLWK�\RXU�QHHGHG�5$/�FRORXU

MODEL FOR S3000 SPIDERS

KIT-OM-VIS-S3000

��ş�2PHJD
��ş�%ROW�+�0��

��ş�$QWL�URWDWLRQ�SODWH

��ş�:DVKHU�0��
��ş�:DVKHU�JURZHU

����1XW�0��

MODEL FOR S3000 SPIDERS KIT FOR S3001, S3003 AND S3007 SPIDERS

KIT-OM-VIS-S3000  KIT-OM-VIS-S300137

��ş�0���EROW
��ş�:DVKHU�IRU�0��

��ş�,QVHUW��6�����RQO\�
��ş�*URZHU�ZDVKHU

��ş�0���QXW

��ş�0���EROW
��ş�:DVKHU�IRU�0��
��ş�JURZHU�ZDVKHU

��ş�0���QXW

Fastenings kit for cone omega

Fastenings kit for bended omega

:,;;05.������
Adjustment
of +/- 5 mm
horizontally
and vertically

:,;;05.������
Adjustment
of +/- 5 mm
horizontally
and vertically

Vertical 
use 
compulsory

Vertical 
use 
compulsory

Designation : cone omega for vertical mounting 

Designation : bended omega for vertical mounting
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Flat Omega

Tube Omega

REFERENCE

20(*$���3/$�,1����9 2PHJD�IRU�ı[DWLRQ�IRU�6������ 
6�����(92��6������6����

9,-,9,5*,

20(*$�78%�,1��9 2PHJD�IRU�ı[DWLRQ�IRU�6������ 
6������(92��6������6����

MODEL FOR 3000 SPIDERS KIT FOR S 3001 EVO, S3003 AND S3007 SPIDERS

KIT-OM-TUB-VIS-S3000  KIT-OM-TUB-VIS-S3001

��ş�0���EROW
��ş�:DVKHU�IRU�0��

��ş�,QVHUW��6�����RQO\�
��ş�*URZHU�ZDVKHU

��ş�0���QXW

��ş�0���EROW
��ş�:DVKHU�IRU�0��
��ş�JURZHU�ZDVKHU

��ş�0���QXW

MODEL FOR S3000 SPIDERS KIT FOR S 3001 EVO, S3003 AND S3007 SPIDERS

KIT-OM-VIS-S3000  KIT-OM-VIS-S300137

��ş�0���EROW
��ş�:DVKHU�IRU�0��

��ş�,QVHUW���6�����RQO\��
��ş�*URZHU�ZDVKHU

��ş�0���QXW

��ş�0���EROW
��ş�:DVKHU�IRU�0��
��ş�JURZHU�ZDVKHU

��ş�0���QXW

Fastenings kit for tube omega

-HZ[LUPUNZ�RP[�MVY�ÅH[�VTLNH

:,;;05.������
Adjustment  
of +/- 5 mm 
horizontally 
and vertically

Vertical 
use 
compulsory

:,;;05.������
Adjustment 
of +/- 5 mm 
horizontally 
and vertically

Vertical 
use 
compulsory

Designation : 2PHJD�IRU�ð[DWLRQ�RQ�WXEH������DW�����PP

Designation : 2PHJD�IRU�ð[DWLRQ�RQ�ñDW�VXSSRUW
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+04,5:065 :,;;3,4,5;�7(;;,95 9,-,9,5*,:

Sealing strip

White translucent color 

%ODFN�FRORU

White translucent color 

%ODFN�FRORU

White translucent color 

%ODFN�FRORU

White translucent color 

%ODFN�FRORU

White translucent color 

%ODFN�FRORU

White translucent color 

%ODFN�FRORU

White translucent color 

%ODFN�FRORU

White translucent color 

%ODFN�FRORU

White translucent color 

%ODFN�FRORU

White translucent color 

%ODFN�FRORU



8.27Tel. : +33 (0)4 50 08 39 00 - Fax : +33 (0)4 50 08 39 49 - info@sadev.com 
www.sadev.com

SPIDERS

+04,5:065 :,;;3,4,5;�7(;;,95 9,-,9,5*,:

 Sealing strip

White translucent color 

%ODFN�FRORU

White translucent color 

%ODFN�FRORU

White translucent color 

%ODFN�FRORU

White translucent color 

%ODFN�FRORU

White translucent color 

%ODFN�FRORU

White translucent color 

%ODFN�FRORU

White translucent color 

%ODFN�FRORU

White translucent color 

%ODFN�FRORU

White translucent color 

%ODFN�FRORU

White translucent color 

%ODFN�FRORU
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Suggested mounting instruction
Mounting - A Mounting - B

Mounting - C Mounting - D

1 2 3

4 5 5 6

4 7 8 6

4 9 10 6

4 7 8 6

4 6 4 6

11 13

2

5

5

5

5

5

12 11 13

2
1 14 3

16 5 5 17

16 7 8 17

16 9 10 17

16 7 8 17

16 6 4 17

11 11

14

5

5

5

5

5

12 13 13

14

19

21

21

21

21

21

23

20

22

22

22

22

22

23

19

21

21

21

21

21

23

20

22

22

22

22

22

23

19

21

23

23

20

19 20

22

23

23

19

21

21

21

21

21

23

20

22

22

22

22

22

23

19 24

23 26

19 24

23 26

19 24

23

19

23

19

23

19

23

26

19 24

23 26

19 24

23 26

19 24

23

25

23

25

23

25

23

25

23

25

23

25

2326

24

26

24

26

25

23

24

26

25

23

25

23

24

26

24

26

24

26
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Mounting - E Mounting - F

Mounting - G 4V\U[PUN���/

Suggested mounting instruction

1 3 3 3 31 1 1

11 13

12

13 1311 11

4 6 6 6 64 4 4

4 6 6 13 64 11 4

4 6 6 3 64 1 4

4 6 6 13 64 11 4

4 6 6 64 4

1 2 2 2 3B

3 3 31 1 1

13 13

12

13 1111 11

16 6 6 6 174 4 4

16 6 6 13 174 11 4

16 6 6 3 174 1 4

16 6 6 13 174 11 4

16 6 6 174 4

1sym 3sym

19 25

23 23

19 25

23 23

19 25

23 23

19 25

23 23

19 25

23 23

19 25

23 23

19 25

23 23

19 25

23 23

19 25

23 23

19 25

23 23

19 25

23 23

19 25

23 23

19 25

23 23

19 25

23 23

19 25

23 23

19 25

23 23

19 25

23 23

19 25

23 23

19 25

23 23

19 25

23 23

19 25

23 23

19 20

23 23

19 20

23 23

19 20

23 23

19 20

23 23

19 20

23 23

19 20

23 23

19 20

23 23

19 20

23 23

19 20

23 23

19 20

23 23

19 20

23 23

19 20

23 23

19 20

23 23

19 20

23 23

19 20

23 23

19 20

23 23

19 20

23 23

19 20

23 23

19 20

23 23

19 20

23 23

19 20

23 23
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